
NTSM-12, NTSM-24, NTSM-38

OUTDOOR SINGLE POLE INSTRUMENT
VOLTAGE TRANSFORMER
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IEC 60044-2  GOST 1983

Dimensions (mm)
Transformer type

NTSM-12
A B D F G I KC E

315 312 410 280 276 224 224
NTSM-24 315 450 550 280 276 224 224
NTSM-38 315 520 620 280 276 224 224 14 30

14
14

30
30

Standard
Installation

Insulation material

Insulation class

Maximum equipment voltage  (Um) (Kv)

Rated withstand grid frequency and voltage 
for the secondary coil (50Hz/1min) (Kv)

Rated primary voltage (kV)

Rated secondary voltage (V)

Rated power (VA)

Accuracy class

Borderline thermal current of the secondary coil (A)

Rated frequency  (Hz)

Rated voltage factor

Mass (kg)

TECHNICAL DATA

Rated withstand grid frequency and voltage
for the primary coil (50Hz/1min) (Kv)

Rated lightning impulse withstand voltage  (kV)

IEC 60044-2               GOSТ 1983

outodoor

F

12

cycloaliphatic epoxy resin

NTSM-12 NTSM-24 NTSM-38

IEC 60044-2                                 GOSТ 1983

F

24 36 42

3 3 3

IEC 60044-2                                 GOSТ 1983

957065504228

17012575 190

0,2; 0.5; 1

10-180

50; 60

6

50; 6050; 60

6 6

1,9 x Un/8h

40 7258

Tertiary rated voltage  (V) 100/3

outdooroutdoor

cycloaliphatic epoxy resincycloaliphatic epoxy resin

F

100/3100/3

1,9 x Un/8h 1,9 x Un/8h

3/√3; 10/√3;

110/√3;100/√3 ili

10/√3;6/√3;

110/√3;100/√3 ili 110/√3;100/√3 ili

35/√330/√3;25/√3;20/√3;20/√315/√3;

10-18010-18010-180

0,2; 0.5; 10,2; 0.5; 1

Rated tertiary power (VA)

Accuracy class of protection coil 
 10 - 60  10 - 60  10 - 60

3P; 6P 3P; 6P 3P; 6P


