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IEC 60044-2  GOST1983

Standard

Installation

Insulation material

Insulation class

Maximum equipment voltage (Um) (kV)

Rated voltage factor

TECHNICAL DATA

IEC 60044-2                                GOSТ 1983

indoor

E

12

epoxy resin

Rated withstand grid frequency and voltage
for the primary coil (50Hz/1min) (kV)

1,9 x Un/8h

UNE 10 UNE 20

3

Rated lightning impulse withstand voltage 75

Rated primary voltage (kV)

Rated secondary voltage (V)

Tertiary rated voltage (V) 100/3

Rated power (VA)

Tertiary rated power (VA)

Borderline thermal current of the secondary coil (A)

10-180

6

Accuracy class 0,2; 0,5; 1

 10- 60

Accuracy class for protection coil 3P; 6P

Rated frequency (Hz) 50; 60

Mass (kg) 30

Rated withstand grid freq. and voltage sec coil (50Hz/1min) (kV)

IEC 60044-2                                 GOSТ 1983

indoor

epoxy resin

E

24

65504228

3

125

100/3

10-180

0,2; 0,5; 1

 10 - 60

3P; 6P

50; 60

1,9 x Un/8h

43

8

3/√3; 6/√3; 10/√3

100/√3 ili 110/√3

10/√3; 15/√3; 20/√3

100/√3 ili 110/√3

Dimensions (mm)
Transformer type

UNE 10
A B D F G I K L MC E

332 200 240 200 185 132 200 25 150 260 225
N O

175 12
UNE 20 362 230 300 245 200 147 215 25 150 290 250 200 12

INDOOR INSTRUMENT SINGLE POLE
VOLTAGE TRANSFORMER


